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Type FAA-24 Analogue Amplifier

FAA-24T5i%52

Important Features FESFS

@ Accuracy 0.0125%. o F5FEi% 0.0125%.

@ Connection for up to 4 load cells. o R EA[EEINMERES.
® Analogue output or current. o (EI R R R,
® Power supply 18...30 V DC. e HijE 18...30 V DC.

@ Stainless steel housing. o FMIME.
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ACCURACY AND STABILITY $5EMREM
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FAA-24 Specifications #As#

Accuracy {5

< 0.0125% of full scale

Repeatability E& 1%

< 0.005% of full scale

Thermal stability in range -10 ° C to +50 ° C iBE R

Calibration £r3E
LOAD CELLS {&R%28

SCALE CALIBRATION & ANALOGUE OUTPUT #x7E #0% tH

< 0.025% of full scale

0/4-20mA%y H 18 i3 $2 A5 FF KX N R L IE B

POWER H &
Power requirements iR
ENVIRONMENT Ifig

Operating temperature T {8

Excitation /) & & 10V DC
Number of load cells {£REE541H 48 350F%... 11008k Y {5 X 25
Connection % AL

18..30V DC

-10C Z50°C

Jini
Storage temperature {RTFIRE

-25C ZI80C

Humidity i
ENCLOSURE 5%

Box with connection for 4 load cell cables 43

R’K90%, Tk

TEMIT, BPELRIP 65

Dimensions R ~F (E{itmm)
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