TRANSGELL

TRANSCELL TECHNOLOGY, INC. Single Point

Type FAV Load Cell
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Features :=zux Schematic sur=
e Single point load cell Red: + input AR= I8 + R
e Senior aluminum Black : — input | il
e High accuracy Green:  + output S + ==
*  High stability White :  — output SI=E — 52
* Easy to install —~

[
e Suitable for belt scales, package systems, I o +EXC (RED)  (41)

small hopper scales, bench scales, etc. —l—l—ol I —EXC (BLACK) (£)
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il Capacities ==

60kg, 100kg, 150kg, 200kg, 250kg, 300kg, 500kg
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TRANSGELL

TRANSCELL TECHNOLOGY, INC.

Single Point

Dimensions rv

Maximum platform (&AZi2&HE) : 500X 600mm \_@E}
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Capacity/ &2
60kg ~ 500kg mm
Specification sy
Rated Output B E 0 2.0mV/V +10%
Zero Balance FEEFE +3% of rated output
Creep after 30 minutes =35 +0.03% of rated output
Nonlinearity &M +0.03% of rated output
Hysteresis b= +0.03% of rated output
Repeatability BEEM +0.03% of rated output
Temp. effect on output RYEREZE <0.002% of applied output/°C
Temp. effect on zero TRIRE <0.002% of rated output/°C
Safe Temp. Range A FiREEE -10°C to + 70°C
Temp. Compensated REMZEE -10°C to + 40°C
Safe Overload R 150%
Input Impedance 1PN 410 ohm = 20 ohm
Output Impedance  H BT 350 ohm + 5 ohm
Insulation Resistance E=E= 3=k >5000 M ohm (50V DC)
Rated Excitation HEF R E 10V DC/AC
Maximum Excitation RAEEE 15V DC/AC
Cable Length SE&EKE 6m
Cable Color Code = s =) Red(+E) Black(-E) Green(+S) White(-S)
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